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roof reduce the possibility of dirt or other foreign material reaching the
product, especially during a rain.
Satisfactory Compliance: This item shall be deemed to have been satisfied
if:
(1) The walls are of smooth concrete, which will not deteriorate under
washing and flushing and are maintained in good condition.
(2) The ceiling or roof is tight.
4.8 ScreenIng-During seasons when insects, especially house flies, are
on the wing, space used for washing and packing shucked shellfish shall
have all openings effectively screened, including outward-opening, self-clos-
ing doors, unless other effective means are provided to prevent the entrance
of flies.
Public Health Reason: The habits and characteristics of flies are such that
they may become an important factor in the spread of intestinal disease if
flies are allowed to come in contact with shucked shellfish.
Satisfactory Compliance: This item shall be deemed to have been satisfied
if:
(1) All openings are effectively screened with screening approved by the
State regulatory authority whenever flies are evident. Broken, torn, or
poorly fitted screens shall not be accepted as satisfactory compliance..
4.9  Light
4.10 Heating and Ventilation
(2) Outer screen doors open outward and are self-closing. Exclusion of
flies can be made more effective when screen doors open outward and are
provided with closing devices, such as spring hinge, pulley, and weight,
coil spring, or similar device.
(3) Other effective means are provided to prevent the entrance of flies
and if, at the same time, no flies are present in the packing room.
4.9 Light-Ample light to work by shall be provided in all working
rooms. When necessary, natural light shall be supplemented with artificial
light.
Public Health Reason: Adequate light encourages cleanliness of working
rooms and shucking processes.
Satisfactory Compliance: This item shall be deemed to have been satisfied
if:
(1) Existing State regulations governing lighting are complied with or
in the absence of such regulations light of an intensity of not less than 5
foot candles is maintained on all working surfaces when workers are at
their working positions.
(2) Windows or other openings have an aggregate area of not less than
one-tenth of the total floor area and are so arranged as to insure p'roper
light distribution.
(3) All windows and skylights are kept clean.
(4) Artificial light is provided wherever shucking and packing are prac-
ticed at night or on dark days.


